LOA (w/platform) ............... 32'2" .................. 9,80 m
LOA (w/platform/pulpit) .. 35'0" .................. 10,67 m
Beam .......................... 11'11" .................. 3,63 m
Draft .......................... 35" ...................... 0,89 m
Bridge Clearance ............. 13'4" .................. 4,06 m

Weight (w/fuel & water) .... 15,200 lbs. ........ 6894,72 kg
Water Capacity ............... 56 U.S. gals ........ 211,98 l
Holding Tank ................. 20 U.S. gals ........ 75,71 l
Fuel Capacity ................. 188 U.S. gals ...... 711,66 l
Sleeps ........................ 6
Cabin headroom .............. 6'3" .................. 1,91 m
320 VOYAGER SPECIFICATIONS

Standard Equipment

Helm Equipment
- Rocker style trim tab switches
- Engine synchronizer gauge
- Hydraulic trim tabs
- Cigar lighter
- Compass
- Engine hour meter
- Console instrumentation: backlit fuel, oil & temperature gauges, tachometer & voltmeter
- Hydraulic steering
- Navigation lights (USCG/NMMA approved)
- Anti-fouling bottom paint
- Heavy-duty stainless steel gunwale molding insert
- Command bridge w/control console, venturi windshield, sliding pilot seats, two bench seats convert to 37" x 5' sun lounge & storage
- Non-skid fiberglass decks
- Vinylester barrier coat
- Cockpit, self-bailing, engine access hatches & transom door
- Fiberglass bow pulpit w/safety rail & anchor roller
- fiberglass swim platform w/ladder
- Stainless steel fender racks (transom mounted)

Galley and Head
- Pressurized hot/cold water system, 12 volt DC pump supplies water thru 1/2" line
- 50 gallon fresh water tank
- 6 gallon water heater
- 2-burner electric stove
- Upright dual-voltage refrigerator/freezer
- Solid surface countertop with molded-in galley sink
- Dockside discharge marine head, manual flush
- 20 gallon holding tank
- Stall shower
- Mirrored vanity w/stainless steel sink & storage
- Microwave

Functional/Safety
- Wired stereo speakers: 2-salon, 2-bridge
- Tinted windows w/screens
- Automatic bilge pumps (2)
- Dual electric trumpet horn
- Gravity bilge ventilation coupled with electric bilge blower
- Carbon monoxide monitoring system, located in salon, forward and side staterooms
- Halon fire extinguisher system
- Galvanic isolator
- Bonding system

Electrical
- 12 volt DC batteries (2), 105 amp
- 35A battery charger system
- Voltmeter/ammeter
- Dockside wiring, 110 volt AC, 30A w/50 ft. shore cable
- Cabin lighting, 12 volt DC
- 12 volt DC wiring w/hydraulic magnetic breakers
- Exterior courtesy lights
- 110 volt AC receptacles located throughout

Exterior
- L-shaped dinette converts to berths, 5'10" x 3'8"
- Sofa w/storage
- UltraLeather standard on dinette and sofa
- Forward stateroom w/double berth, 6'6" x 4'
- Garden Terrace interior decor group standard (green)
- Port stateroom w/double berth
- Light hardwood interior
- Sleeping pillows (2)

Optional Equipment

Galley, Interior & Head
- Lower station helm & controls
- Air conditioning w/heat cycle and dual ductwork
- Color TV w/VCR & remote in salon
- Color TV in forward stateroom
- Gray water holding tank
- 2-burner propane stove
- Shore water connection
- TV & telephone dockside connectors
- Water tank monitor
- AM/FM stereo w/cassette

Exterior
- Bimini top
- Full canvas w/exterior carpet
- Exterior carpet
- Electronics arch
- Bridge cover
- Single station remote spotlight
- Dual station remote spotlight
- Windlass package includes custom fit chain and anchor
- Cockpit handshower, hot/cold
- Raw or fresh water washdown
- Sea water washers - internal

Safety & Miscellaneous
- Stainless steel fender racks (bow rail mounted - not available with lower station)
- Storage/shipping cradle
- Portable fire extinguisher
- Shrink wrap (protective covering for transporting)
- FWC Mercruiser, Volvo, Crusader
- Spare props & shaft
- Fludger angle indicator (inboards)
- Engine oil change system

Propulsion Systems

Twin V-Drive Inboard - Gas
- 350 MAG MPI Mercruiser (standard)
- 350 MAG MPI HORIZON Mercruiser
- 3.7 MPI Crusader

Twin V-Drive Inboard - Diesel
- 4B 250 Cummins
- KAMD 43P Volvo

Estimated Performance

350 MAG MPI Mercruiser
- Cruise Range
  - RPM (3200 - 3400)
  - MPH (23.7 - 26.4)
- WOT - 35.9 MPH

Carver Boat Corporation • P.O. Box 1010 • Pulaski, WI 54162 • 920-822-1600

Carver Boat Corporation reserves the right to change price, colors, materials, equipment specification or models without notice. Models may be discontinued without obligation to previous purchasers. Illustration may include optional equipment. Some electrical equipment is only offered in 110V/50Hz, check with your Carver dealer for availability outside the U.S. markets. All models are protected by a limited warranty. See owner's manual for details.