The Carver 27 Santego combines amazing liveability with the sleek styling of a 27’ cruiser. The Santego offers double cabin privacy with more sleeping room than any other boat in its class. The roomy cabin features a dinette/lounge that converts to a double berth, bringing the sleeping capacity to six. Topside, the bridge comfortably seats five adults. Foredeck sun lounges, bow pulpit and swim platform add to the standard amenities.

SPECIFICATIONS
Length 27’3”
Beam 10’0”
Draft 32”
Bridge Clearance 9’2”
Displacement 8,400 lb.
Cabin Headroom 7’5”
Sleeping Capacity 6
Fuel System Capacity 98 gal.

Water System
Total Capacity (hot & cold) 41 gal.

The Carver 27 Montego features high styling with double cabin privacy. The mid-cabin is furnished with a double berth, stand up dressing area and private access to the head compartment. The main cabin features a large, well-equipped galley with generous storage. Topside, the cockpit offers comfortable seating for six including a double-width helm seat, companion seat and six-foot lounge. The foredeck features twin padded sun lounges.

SPECIFICATIONS
Length 27’3”
Beam 10’0”
Draft Single 34”
Twin 32”
Bridge Clearance 9’0”
Displacement 6,900 lb.
Cabin Headroom 7’4”
Sleeping Capacity 4
Fuel System Capacity 120 gal.
Water System 41 gal.
**Carver 27 Montana**

**STANDARD EQUIPMENT**
- Exterior
  - Shaded bow rail and safety rails with 38 fixtures
  - Two Foredeck Hatchs
  - Navigation lights (NMEA approved)
  - Exhaust control and temperature monitors includes back-lighted fuel and oil pressure gauges, temperature gauge, battery voltmeter and temperature gauge
- Adjustable bow seat
- Cockpit lounge
- Self-bailing cockpit
- Shroud hardware, including foredeck mooring bit, two 8" spring cleats and two 0" stern cleats
- Fiberglass bow pulp
- Anti-skid fiberglass decks
- Fiberglass swim platform with ladder
- Twin Euro styled 316L Stainless
- Venturi windshield
- Galvani Isolator

**Propulsion**
- Twin 275 Volvo Duo Prop, 250 hp ea. in Volvo block, 4-barrel carburetors
- Propellers, 17x21 1/2" 3 blade
- Performance data with Twin 180 Mercruiser, Clutching speed at 3200 rpm, engine load 2.65 mph Wide open throttle: 35... 37 mph

**Design**
- The Carver 27 running bottom incorporates a modified V-shaped planing design that features a sharp entry at the bow. The hull is designed for a smooth, clean, and efficient ride. The hull is designed to achieve a balanced performance in all speeds and conditions. The hull is designed to achieve a balanced performance in all speeds and conditions.

**Carver 27 Santego**

**STANDARD EQUIPMENT**
- Exterior
  - Shaded bow rail and safety rails with 38 fixtures
  - Two Foredeck Hatchs
  - Navigation lights (NMEA approved)
  - Exhaust control and temperature monitors includes back-lighted fuel and oil pressure gauges, temperature gauge, battery voltmeter and temperature gauge
- Adjustable bow seat
- Cockpit lounge
- Self-bailing cockpit
- Shroud hardware, including foredeck mooring bit, two 8" spring cleats and two 0" stern cleats
- Fiberglass bow pulp
- Anti-skid fiberglass decks
- Fiberglass swim platform with ladder
- Twin Euro styled 316L Stainless
- Venturi windshield
- Galvani Isolator

**Propulsion**
- Twin 275 Volvo Duo Prop, 250 hp ea. in Volvo block, 4-barrel carburetors
- Propellers, 17x21 1/2" 3 blade
- Performance data with Twin 180 Mercruiser, Clutching speed at 3200 rpm, engine load 2.65 mph Wide open throttle: 35... 37 mph

**Design**
- The Carver 27 running bottom incorporates a modified V-shaped planing design that features a sharp entry at the bow. The hull is designed for a smooth, clean, and efficient ride. The hull is designed to achieve a balanced performance in all speeds and conditions. The hull is designed to achieve a balanced performance in all speeds and conditions.

**Carver 27 Santego**

**STANDARD EQUIPMENT**
- Exterior
  - Shaded bow rail and safety rails with 38 fixtures
  - Two Foredeck Hatchs
  - Navigation lights (NMEA approved)
  - Exhaust control and temperature monitors includes back-lighted fuel and oil pressure gauges, temperature gauge, battery voltmeter and temperature gauge
- Adjustable bow seat
- Cockpit lounge
- Self-bailing cockpit
- Shroud hardware, including foredeck mooring bit, two 8" spring cleats and two 0" stern cleats
- Fiberglass bow pulp
- Anti-skid fiberglass decks
- Fiberglass swim platform with ladder
- Twin Euro styled 316L Stainless
- Venturi windshield
- Galvani Isolator

**Propulsion**
- Twin 275 Volvo Duo Prop, 250 hp ea. in Volvo block, 4-barrel carburetors
- Propellers, 17x21 1/2" 3 blade
- Performance data with Twin 180 Mercruiser, Clutching speed at 3200 rpm, engine load 2.65 mph Wide open throttle: 35... 37 mph

**Design**
- The Carver 27 running bottom incorporates a modified V-shaped planing design that features a sharp entry at the bow. The hull is designed for a smooth, clean, and efficient ride. The hull is designed to achieve a balanced performance in all speeds and conditions. The hull is designed to achieve a balanced performance in all speeds and conditions.